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IN THE CLAIMS: 

1. (Previously Presented) A television receiver for use in a home cinema system, 
the receiver comprising; 

a tuner configured to receive and separate broadcast video and audio signals; 

a display scr een coupled w ith a display driver arranged ^ receive _and_display 

video signals from the tuner; 

one or more speakers coupled with audio signal processing means arranged to 
receive, process and output two or more audio channel signals from the tuner; and 

an input for a further audio signal, said input coupled to a control and switching 
means operable to (1) connect said input to the audio signal processing means, (2) 
disconnect the coupling of tuner and audio signal processing means, (3) automatically_set 
the receiver to provide a predetermined volume for the one or more speakers, and (4) 
enables selective output of the two or more audio channel signals to a plurality of 
external speakers and the one or more speakers, whilst coupled to said input. 

2. (Cancelled). 

3. (Cancelled). 

4. (Previously Presented) A television receiver as claimed in Claim I, wherein 
the control and switching means is operable to connect the audio signal processing means 
for each channel to said input 



01/80 39Vd 



9t>269SST0ST 3Z'-t>X t>002/0T/8Q 



; W-20:(ss-Uiiu) NOIIVSna * 9K6932 WZt:QIS3 * frlC6ZZ8:SiNa * 0^-dMXdl-OldSn:aAS « [aui!I WBhAcq UJ3JSB1] |A!d K:8^G W0Z/0W8 IV OAOS « 0 Wfr 

Amendment Docket No. PHB 34,345 

Serial No. 09/574,449 

5. (Original) A television receiver as claimed in Claim 1, wherein said control 
and switching means is coupled to said display driver and is further operable to 
selectively disable video signal on said display screen. 

6. (Original) A television receiver as claimed in Claim 1, further comprising 
user operable input means, wherein said display driver is configured to generate for 
display a menu of user selectable items including connection of said audio signal 
processing means to either the taner or said input. 

7. (Previously presented) A television receiver as claimed in Claim 1 coupled 
with an audio receiver and, via the audio receiver, to the plurality of speakers, wherein 
the audio receiver has an output for a centre audio channel connected to said input of the 
television receiver. 

8. (Previously presented) A television receiver as claimed in Claim 7, wherein 
the audio receiver comprises audio signal processing means connected to receive and 
process audio signals from the television receiver tuner and output at least $ome of the 
processed signals on the centre audio channel. 

9. (Previously presented) A television receiver as claimed in Claim 7, further 
comprising one or more additional audio signal sources connected to the audio receiver. 
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10. (Previously presented) A television receiver as claimed in Claim 8, further 
comprising one or more video plus audio signal sources coupled with the television 
receiver, the television being configured to pass audio signals from such sources to the 
audio receiver for processing. 



1 1 . (Previously presented) The television receiver of claim 1, further including a 
user operable input means to enable selection of the audio signal processing means o 
either the tuner or input. 

12. (Previously Presented) The television receiver of Claim 1, wherein a volume 
of each of the one or more speakers and the plurality of external speakers are 
substantially equal, 

13. (New) A television receiver for use in a home cinema system, the receiver 
comprising: 

a tuner configured to receive and separate broadcast video and audio signals; 

a display screen coupled with a display driver arranged to receive and display 
video signals from the tuner; 

one or more speakers coupled with audio signal processing means arranged to 
receive, process and output audio signals from the tuner; 

an input for a further audio signal by which said one or more speakers, if 
recei ving said audio signal, operate as a center channel for a plurality of speakers located 
externally to ? and lmked communicatively with, said receiver; and 
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control and switching means operable to switch connection of the audio signal 
processing means from the tuner to said input, and to fix operating parameters of said 
audio signal processing means while connection is to said input. 

14. (New) The television receiver of claim 13, wherein the audio signal 

processing means includes volume control, and the control and switching means fixes 

operating parameters by setting volume control to a predetermined fixed level. 

15. (New) The television receiver as claimed in claim 13, wherein the tuner is 
arranged to output audio signals on two or more channels, the receiver comprising a 
speaker coupled with a respective audio signal processing means for each such channel. 

16. (New) A television receiver as claimed in Claim 13, wherein said control and 
switching means is coupled to said display driver and is further operable to selectively 
disable video signal on said display screen, 

17. (New) A television receiver as claimed in Claim 13 coupled with an audio 
receiver and, via the audio receiver, to the plurality of speakers, wherein the audio 
receiver has an output for a center audio channel connected to said input of the television 
receiver. 
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18. (New) A method for operating a television receiver for use in a home cinema 
system, said comprising the steps of: 

using a tuner to receive and separate broadcast video and audio signals; 
arranging a display driver to receive and display video signals from the tuner; 
coupling a display screen with the display driver; 

coupling one or more speakers with audio signal processing means arranged to 
receive, process and output audio signals from the tuner; 

providing a plurality of speakers external to said receiver and Unking said 
plurality of speakers communicatively to said receiver; 

providing an input for a further audio signal by which said one or more speakers, 
if receiving said audio signal, operate as a center channel for said plurality of speakers; 
and 

operating control and switching means to switch connection of the audio signal 
processing means from the tuner to said input, and to fix operating parameters of said 
audio signal processing means while connection is to said input. 

19. (New) The method of claim 18, wherein the audio signal processing means 
includes volume control, and the control and switching means fixes operating parameters 
by setting volume control to a predetermined fixed level. 

20. (New) The method of claim 18, wherein the tuner is arranged to output audio 
signals on two or more channels, the receiver comprising a speaker coupled with a 
respective audio signal processing means for each such channel. 
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